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Federal Communications Commission § 90.542 

§ 90.541 Transmitting power limits. 
The transmitting power of base, mo-

bile, portable and control stations op-
erating in the 764–776 MHz and 794–806 
MHz frequency bands must not exceed 
the maximum limits in this section, 
and must also comply with any appli-
cable effective radiated power limits in 
§ 90.545. 

(a) The transmitting power of base 
transmitters must not exceed the lim-
its given in paragraphs (a), (b) and (c) 
of § 90.635. 

(b) The transmitter output power of 
mobile and control transmitters must 
not exceed 30 Watts. 

(c) The transmitter output power of 
portable (hand-held) transmitters must 
not exceed 3 Watts. 

(d) Transmitters operating on the 
narrowband low power channels listed 
in §§ 90.531(b)(3), 90.531(b)(4), must not 
exceed 2 watts (ERP). 

[63 FR 58651, Nov. 2, 1998, as amended at 65 
FR 66655, Nov. 7, 2000] 

EFFECTIVE DATE NOTE: At 72 FR 48861, Aug. 
24, 2007, § 90.541 was amended by revising the 
introductory text, effective October 23, 2007. 
For the convenience of the user, the revised 
text is set forth as follows: 

§ 90.541 Transmitting power limits. 
The transmitting power of base, mobile, 

portable and control stations operating in 
the 769–775 MHz and 799–805 MHz frequency 
bands must not exceed the maximum limits 
in this section, and must also comply with 
any applicable effective radiated power lim-
its in § 90.545. 

* * * * * 

§ 90.542 Broadband transmitting 
power limits. 

(a) The following power limits apply 
to the 763–768/793–798 MHz band: 

(1) Fixed and base stations transmit-
ting a signal in the 763–768 MHz band 
with an emission bandwidth of 1 MHz 
or less must not exceed an ERP of 1000 
watts and an antenna height of 305 m 
HAAT, except that antenna heights 
greater than 305 m HAAT are per-
mitted if power levels are reduced 
below 1000 watts ERP in accordance 
with Table 1 of this section. 

(2) Fixed and base stations located in 
a county with population density of 100 
or fewer persons per square mile, based 

upon the most recently available popu-
lation statistics from the Bureau of the 
Census, and transmitting a signal in 
the 763–768 MHz band with an emission 
bandwidth of 1 MHz or less must not 
exceed an ERP of 2000 watts and an an-
tenna height of 305 m HAAT, except 
that antenna heights greater than 305 
m HAAT are permitted if power levels 
are reduced below 2000 watts ERP in 
accordance with Table 2 of this section. 

(3) Fixed and base stations transmit-
ting a signal in the 763–768 MHz band 
with an emission bandwidth greater 
than 1 MHz must not exceed an ERP of 
1000 watts/MHz and an antenna height 
of 305 m HAAT, except that antenna 
heights greater than 305 m HAAT are 
permitted if power levels are reduced 
below 1000 watts/MHz ERP accordance 
with Table 3 of this section. 

(4) Fixed and base stations located in 
a county with population density of 100 
or fewer persons per square mile, based 
upon the most recently available popu-
lation statistics from the Bureau of the 
Census, and transmitting a signal in 
the 763–768 MHz band with an emission 
bandwidth greater than 1 MHz must 
not exceed an ERP of 2000 watts/MHz 
and an antenna height of 305 m HAAT, 
except that antenna heights greater 
than 305 m HAAT are permitted if 
power levels are reduced below 2000 
watts/MHz ERP in accordance with 
Table 4 of this section. 

(5) Licensees of fixed or base stations 
transmitting a signal in the 763–768 
MHz band at an ERP greater than 1000 
watts must comply with the provisions 
set forth in paragraph (b) of this sec-
tion. 

(6) Control stations and mobile sta-
tions transmitting in the 763–768 MHz 
band and the 793–798 MHz band are lim-
ited to 30 watts ERP. 

(7) Portable stations (hand-held de-
vices) transmitting in the 763–768 MHz 
band and the 793–798 MHz band are lim-
ited to 3 watts ERP. 

(8) For transmissions in the 763–768 
MHz and 793–798 MHz bands, licensees 
may employ equipment operating in 
compliance with either of the following 
measurement techniques: 

(i) The maximum composite transmit 
power shall be measured over any in-
terval of continuous transmission 
using instrumentation calibrated in 
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